€ YAMAHA

MusicCast Sound Bar with Wireless Subwoofer

YSP-2700

NEW PRODUCT BULLETIN

Immerse yourself in true 7.1-channel surround sound from an ultra-slim sound bar.
The YSP-2700 features Yamaha proprietary Digital Sound Projector technology with 16 speakers powered
by 16 amplifiers delivering lifelike sound with remarkable presence, detail and clarity. Dolby® True HD and

DTS-HD Master Audio™ provide high-definition audio processing.
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Advanced Features High Sound Quality

- Digital sound projector technology reproduces overwhelmingly = 7.1 channel surround sound with 16 array speakers
real surround sound = HD Audio Format Decoding (Dolby® TrueHD, DTS-HD®)
= MusicCast for audio enjoyment in every room = CINEMA DSP Digital™ (10 programs)

« IntelliBeam™ automatically creates the optimum sound
= Wireless cubic subwoofer for rich and crisp bass

= Compressed Music Enhancer

« Clear Voice makes dialogue and narrations easily heard

= Bluetooth® wireless technology for wireless music streaming

« AirPlay® music streaming from Mac, PC, iPod®, iPhone®, iPad®

« Bluetooth output

= HDMI (3 in / 1 out) input with 4K60p pass-through and HDCP 2.2
Ease of Use

« MusicCast Controller app for easy operations
= Easy-to-see On Screen Menu viewable in 10 languages



[Main Specifications]
Maximum Output Power

Shelf Placement

107 W total power:2 W x 16 beam drivers + 75 W
subwoofer

System Frequency Response 40 Hz-22 kHz

[Center Unit]
Drivers
2.8 cm (1-1/8") x 16 beam drivers

Terminals

(Input) HDMI: 3, Optical Digital:1, Coaxial Digital:1,
Analog Audio:1

(Output) HDMI:1, Subwoofer:1, System Connector:1

With a height of only 2”7, the slim-design center unit can be placed in

front of a TV without blocking the picture. The high-class minimalist {0

. . . . L. . Network Functions
design and aluminum chassis will definitely add a sophisticated

LAN, Wi-Fi, Wireless Direct

CH LEVEL

appearance to your interior decor.

Supported Format

muTe MP3, WMA, MPEG4-AAC: 48 kHz / 320 kbps
LS WAV, FLAC, AIFF: 192 kHz / 24-bit
ALAC: 96 kHz / 24-bit

Bluetooth
(Version) Ver.2.1+EDR, (Profile) A2DP, AVRCP,
(Audio codec) SBC, AAC* * Receiving only

Standby Power Consumption

0.3 W (HDMI control, LAN, Wi-FI, Wireless Direct,
Bluetooth off)

2.3 W (HDMI control, Wireless Direct, Bluetooth on, LAN,
Wi-Fi off)

Dimensions (W x H x D)
37-1/8" x 4-3/8" x 6" (with stand, antenna up)

37-1/8" x 2" x 6" (without stand, antenna)
Weight
8.7 Ibs.

The YSP-2700 has three HDMI® input terminals and one HDMI output [Wireless Subwoofer]

terminal, and supports 4K/60p video signal pass-through. It’s also - Drivers
compatible with HDCP 2.2 digital copy protection. This gives it extensive @YAMAHA 5-1/2” cone woofer

expandability, so you’ll be able to use it far into the future.
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1.5 W (Wireless Subwoofer MODE)

Dimensions (W x H x D)
Remote Control 11-5/8"x 11-3/4" x 12-1/8"

Weight

20 Ibs.
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